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CLOCK/TIMER/CONTROL PANEL OPERATION
Note: The ON/OFF buttons control the fluorescent light fixture. They have no
effect on the clock/timer.

 Setting the clock:
1 – Press CLOCK to select clock mode.
2 – While pressing the SET button, press the HOUR and MIN buttons to

set  the correct time. The SEC button has no function in clock mode.

 Using the countdown timer:
1 – Press TIMER to enter timing mode.
2 – While pressing the SET button, press the MIN and SEC buttons to select

the desired time. The timing range will be 1 second to 30 minutes. The
HOUR button has no function in timer mode.

3 – Press START TIMER to start the countdown.  A 10 second beeper will
briefly sound at the end of the interval. If you want to stop the beeper early
press RESET to silence the beeper.

4 – For repeatedly using the same interval, the timer remembers the last time
entered. Press RESET to restore the last interval.

CLOCK/TIMER/CONTROL PANEL FACE



D-66CM Electrical Parts List 
 

1. Junction box w/cover, galvanized steel. Overall dimensions, 4” long, 2 1/8” wide, 1 ½” deep, 
.07” thick. U.L. listed or equal. 

 
2. Internal cords are 12/3 AWG, TYPE SO, SOO, SJ, SJT, SJO, or SJTO insulated, rated 300 

VAC, 60°C, U.L. listed or equal. Cabinet between receptacles and timers (unit provided with 
timers) are minimum 14/3 AWG, type SO, SOO, SJ, SJT, SJO or SJTO insulated, rated 300 
VAC, 60°C. 

 
3. Conduit connector, 3/8” insulated. U.L. listed or equal. 
 
4. Vinyl insulated butted seam ring, wire rated 12-10 AWG. U.L. listed or equal. 
 
5. Wire connectors (wire nut), screw on type. U.L. listed. 
 
6. Flexible conduit, flexible steel conduit, ½”. U.L. recognized or equal. 
 
7. Receptacle, duplex 2-pole 3 wire grounding hospital grade, rated 125 VAC, 15 AMPS. 

U.L.listed or equal. 
 
8. Wall plate, duplex, U.L. listed. 
 
9. Fluorescent lamp assembly, see ETL report no. 482012, page 17. 
 
10. Clock/timer, see ETL report no. 482012 page 18, 19. 
 




